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within this zone, during periods of en-
forcement, is prohibited unless author-
ized by Captain of the Port (COTP)
Sector Northern New England.

(3) A speed limit of five (5) knots will
be in effect within the regulated area.
All vessels must proceed through the
area with caution and operate in such
a manner as to produce no wake.

(4) Vessels must comply with all di-
rections given to them by the COTP
Sector Northern New England or his
on-scene representative. The ‘‘on-scene
representative’’ of the COTP is any
Coast Guard commissioned, warrant or
petty officer who has been designated
by the COTP to act on the COTP’s be-
half. The on-scene representative may
be on a Coast Guard vessel; New Hamp-
shire State Police, Maine State Police,
or other designated craft; or may be on
shore and will communicate with ves-
sels via VHF-FM radio or loudhailer.
Members of the Coast Guard Auxiliary
may be present to inform vessel opera-
tors of this regulation.

(56) Upon being hailed by a U.S. Coast
Guard vessel by siren, radio, flashing
light or other means, the operator of
the vessel must proceed as directed.

(6) All other relevant regulations, in-
cluding but not limited to the Rules of
the Road (33 CFR Subchapter E, Inland
Navigational Rules) remain in effect
within the regulated area and should
be strictly followed at all times.

(c) Enforcement. This regulated navi-
gation area is enforceable 24 hours a
day from December 22, 2011 until De-
cember 31, 2013.

(1) Notice of suspension of enforce-
ment: If enforcement is suspended, the
COTP will cause a notice of the suspen-
sion of enforcement by all appropriate
means to be given the widest publicity
among the affected segments of the
public. Such means of notification may
include, but are not limited to, Broad-
cast Notice to Mariners and Local No-
tice to Mariners. Such notification will
include the date and time that enforce-
ment is suspended as well as the date
and time that enforcement will re-
sume.

(2) Violations of this regulated navi-
gation area may be reported to the
COTP Sector Northern New England,
at (207) 767-0303 or on VHF-Channel 16.
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EFFECTIVE DATE NOTE: By USCG-2011-1097,
77 FR 1410, Jan. 10, 2012, temporary §165.T01—
1097 was added, effective from Jan. 10, 2012
through Dec. 31, 2013.

§165.T01-1130 Regulated Navigation
Area; S99 Alford Street Bridge reha-
bilitation project, Mystic River, MA.

(a) Location. The following area is a
Regulated Navigation Area (RNA): All
navigable waters of the Mystic River
between Boston and Chelsea, MA, from
surface to bottom, within 100 yards of
any point on the S99 Alford Street
Bridge.

(b) Regulations. (1) The general regu-
lations contained in 33 CFR 165.10,
165.11, and 165.13 apply in addition to
those provisions outlined below.

(2) In accordance with the general
regulations, entry into or movement
within this zone, during periods of en-
forcement, is prohibited unless author-
ized by Captain of the Port (COTP)
Sector Boston.

(3) All persons and vessels must com-
ply with all directions given to them
by the COTP Sector Boston or the on-
scene representative. The ‘‘on-scene
representative’” of the COTP is any
Coast Guard commissioned, warrant or
petty officer who has been designated
by the COTP to act on the COTP’s be-
half. The on-scene representative may
be on a Coast Guard vessel or other
designated craft, or may be on shore
and will communicate with vessels via
VHF-FM radio or loudhailer. Members
of the Coast Guard Auxiliary may be
present to inform vessel operators of
this regulation.

(4) Upon being hailed by a U.S. Coast
Guard vessel by siren, radio, flashing
light or other means, the operator of
the vessel must proceed as directed.

(5) Notwithstanding any other provi-
sions in this regulation, the movement
of official, emergency vessels within
the regulated area is permitted pro-
vided that the contractor is notified in
order to remove potential hazards or
obstructions.

(6) All other relevant regulations, in-
cluding but not limited to the Rules of
the Road (33 CFR subchapter E, Inland
Navigational Rules) remain in effect
within the regulated area and must be
strictly followed at all times.

(c) Enforcement period. (1) This regu-
lated navigation area is enforceable 24
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hours a day from 11:59 p.m. on Novem-
ber 30, 2012 through December 31, 2014.

(2) The COTP Sector Boston will
cause notice of enforcement, suspen-
sion of enforcement, or closure of the
waterway to be made by all appro-
priate means to achieve the widest dis-
tribution among the affected segments
of the public. Such means of notifica-
tion may include but are not limited to
Broadcast Notice to Mariners, Local
Notice to Mariners and Marine Safety
Information Bulletins. Such notifica-
tion will include the date and time
that enforcement is suspended as well
as the date and time that enforcement
will resume.

(3) Report violations of this regulated
navigation area to the COTP Sector
Boston, at (617) 223-5757 or on VHF-
Channel 16.

EFFECTIVE DATE NOTE: By USCG-2011-1125,
77 FR 73919, Dec. 12, 2012, temporary
§165.T01-1130 was added, effective from 11:59
p.m. on Nov. 30, 2012 through Dec. 31, 2014.

§165.100 Regulated Navigation Area:
Navigable waters within the First
Coast Guard District.

(a) Regulated navigation area. All nav-
igable waters of the United States, as
that term is used in 33 CFR 2.36, within
the geographic boundaries of the First
Coast Guard District, as defined in 33
CFR 3.05-1(b).

(b) Definitions. Terms used in this
section have the same meaning as
those found in 33 CFR 157.03. Single-
hull identifies any tank barge that is
not a double-hull tank barge.

(c) Applicability. This section applies
to primary towing vessels engaged in
towing tank barges carrying petroleum
oil in bulk as cargo in the regulated
navigation area, or as authorized by
the District Commander.

(d) Regulations—(1) Positive control for
barges. (i) Except as provided in para-
graph (d)(1)(iii) and paragraph 5 of this
section, each single hull tank barge,
unless being towed by a primary tow-
ing vessel with twin-screw propulsion
and with a separate system for power
to each screw, must be accompanied by
an escort tug of sufficient capability to
promptly push or tow the tank barge
away from danger of grounding or col-
lision in the event of—

(A) A propulsion failure;
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(B) A parted towing line;

(C) A loss of tow;

(D) A fire;

(E) Grounding;

(F) A loss of steering; or

(G) Any other time a vessel may be
operating in a Hazardous Vessel Oper-
ating Condition as defined in §161.2 of
this Chapter.

(ii) Double-hull tank barges are ex-
empt from paragraph (d)(1)(i) of this
section.

(iii) The cognizant Captain of the
Port (COTP), upon written application,
may authorize an exemption from the
requirements of paragraph (d)(1)(i) of
this section for—

(A) Any tank barge with a capacity
of less than 25,000 barrels, operating in
an area with limited depth or width
such as a creek or small river; or

(B) Any tank barge operating on any
waters within the COTP Zone, if the
operator demonstrates to the satisfac-
tion of the COTP that the barge em-
ploys an equivalent level of safety to
that provided by the positive control
provisions of this section. Each request
for an exemption under this paragraph
must be submitted in writing to the
cognizant COTP no later than 7 days
before the intended transit.

(iv) The operator of a towing vessel
engaged in towing any tank barge must
immediately call for an escort or assist
tug to render assistance in the event of
any of the occurrences identified in
paragraph (d)(1)(i) of this section.

(2) Enhanced communications. HEach
vessel engaged in towing a tank barge
must communicate by radio on marine
band or Very High Frequency (VHF)
channel 13 or 16, and issue security
calls on marine band or VHF channel
13 or 16, upon approach to the following
places:

(i) Execution Rocks Light (USCG
Light List No. [LLNR] 21440).

(ii) Matinecock Point Shoal Buoy
(LLNR 21420).

(iii) 32A Buoy (LLNR 21380).

(iv) Cable and Anchor Reef Buoy
(LLNR 21330).

(v) Stratford Middle Ground Light
(LLNR 21260).

(vi) Old Field Point Light (LLNR
212175).

(vii) Approach to Stratford Point
from the south (NOAA Chart 12370).
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